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Nero Pure+ Reverse Osmosis Systems

Model Qty  
Membranes Recovery % Pressure Motor HP

Dimensions (in)
USGPD USGPM Inlet Waste Product HxWxD inches

CAN 2540-1 1 600 0.4 Up to 75% > 98% 110 - 150 psi 1/2 HP 120V / 220V 3/4” 1/2” 1/2” 55 x 28 x 24 170 lbs
CAN 2540-2 2 1200 0.8 Up to 75% > 98% 110 - 150 psi 3/4 HP 120V / 220V 3/4” 1/2” 1/2” 55 x 28 x 24 180 lbs
CAN 2540-3 3 1800 1.3 Up to 75% > 98% 110 - 150 psi 3/4 HP 120V / 220V 3/4” 1/2” 1/2” 55 x 28 x 24 200 lbs
CAN 4040-1 1 2000 1.4 Up to 75% > 98% 110 - 150 psi 1 HP 220V 3/4” 1/2” 1/2” 55 x 28 x 24 200 lbs
CAN 4040-2 2 4000 2.8 Up to 75% > 98% 110 - 150 psi 1 HP 220V 3/4” 1/2” 1/2” 55 x 28 x 24 220 lbs
CAN 4040-3 3 6000 4.2 Up to 75% > 98% 110 - 150 psi 1.5 HP 220V 3/4” 1/2” 1/2” 55 x 28 x 24 240 lbs
CAN 4040-4 4 8000 5.6 Up to 75% > 98% 110 - 150 psi 2 HP 220V 1” 3/4” 3/4” 55 x 28 x 24 260 lbs
CAN 4040-5 5 10000 6.9 Up to 75% > 98% 110 - 150 psi 3 HP 220V 1” 3/4” 3/4” 55 x 28 x 24 300 lbs
CAN 4040-6 6 12000 8.3 Up to 75% > 98% 110 - 150 psi 3 HP 220V 1” 3/4” 3/4” 55 x 28 x 24 320 lbs

Item Dimensions  
(WxDxH inches) Volume

10/50 10/60
33335 FWRO 15 Composite RO tank 26x16x16 15 Gal 9.3 10
33336 FWRO 22 Composite RO tank 34x16x16 20 Gal 13.6 14.7
33337 FWRO 40 Composite RO tank 37x21x21 40 Gal 24.7 26.8
33338 FWRO 80 Composite RO tank 64x24x24 80 Gal 49.5 53.6

70031000

Feed Water Guidelines
Feed Water Pressure 30 - 65 psi
Temperature 33 F - 100 F
pH 3.0 - 11.0
Maximum TDS

< 1.0 NTU
Maximum SDI < 5.0
Hardness
Iron < 0.1

< 0.05
zero
zero

Chlorine zero
zero

1 The maximum permeate flow as defined by the membrance specifications and the feed water conditions of 2,000 ppm NaCI, 77 deg. F 200 psi operating to atmosphere.
2 TDS rejection and water recovery are variable and can be affected by temperature and feed water conditions.
3 Max operating pressure 180 psi.

Recommended Installations
Storage Tank with Re-pressurization Pressurized Storage

Open Storage Tank Systems (Constant Pressure Pump)
Storage systems available with Durojet SS pumps or Constant Pressure Pumps with associated installation 
fittings. Storage volumes from 100USG to 710USG available that are able to fit in standard 30” doorways.
Other sizes based on project needs. Inquire for options and pricing within.




